CITY OF City of Fayetteville
Building Safety

a e eV 125 W Mountian St.
Fayetteville, AR 72701

ARKANSAS

TYPICAL EROSION CONTROL DETAILS

ADJACENT ROLLS
SHALL TIGHTLY
ABUT

WATTLE DETAIL
NTS.

\NSTALLAT\ON NOTES
WATTLES SHALL CONSIST OF STRAW, COMPOST, EXCELSIOR, OR COCONUT FIBER.

2 NOT FOR USE IN CONCENTRATED FLOW AREAS.

3. THE WATTLES SHALL BE TRENCHED INTO THE GROUND A MINIMUM QF TWO (2) INCHES.

4, WATTLES SHALL EE INSTALLED PER MANUFACTURERS SPECIFICATIONS.

5. SHOULD BE INSTALLED ON CONTDUR WITH A SLIGHT UPWARD CURVE AT THE END OF THE ROW IN

5.

7

B.

9

REA P NDING.
RUNNING LENGTHS OF WATILES SHOULD BE ABUTTED FIRMLY TO ENSURE NO LEAKAGE AT THE ABUTMENTS.

6" MIMIMUM WHEN INSTALLING RUNNING LENGTHS OF WATTLES, BUTT THE SECOND WATTLE TIGHTLY AGAINST THE FIRST, DO NOT

NDS. STAKE THE WATTLES AT EACH END AND FOUR FOOT ON CENTER.

STAKES SHOULD BE DRIVEN THROUGH THE MIDDLE OF THE WATTLE. LEAVING 2 — 3 INCHES OF THE STAKE PROTRUDING
ABOVE THE WATTLE. WHEN INSTALLING WATTLES ON SLOPES, DRIVE THE STAKES PERPENDICULAR TO THE SLOPI
DRIVE THE FIRST END STAKE OF THE SECOND WATTLE AT AN ANGLE TOWARD THE FIRST WATTLE IN ORDER m HELP ABUT
THEM TIGHTLY TOGETHER.
10. STAKING: THE CITY RECOMMENDS USING WOOD STAKES TO SECURE THE WATTLES. 1/2" TO 5/8"

REBAR IS ALSD ACCEPTABLE WITH A SAFETY CAP.. BE SURE TO USE A STAKE THAT IS LONG ENOUGH TD PROTRUDE

SEVERAL INCHES ABOVE THE WATTLE.
M. THE CDNTRACTCIR SHALL INSPECT WATTLES EVERY TWO WEEKS AND AFTER ANY SIGNIFICANT STORM EVENT AND MAKE

3" AVERAGE
CLEAN STONE

CONSTRUCTION EXIT NOTES SEDIMENT ACCUMULATED BEHIND WATTLE AS NECESSA
12. SEDMENT ACCUMULATED BEH\ND WATTLE SHALL BE REMOVED WHEN THE SEDIMENT HAS ACCUMULATED TO ONE HALF THE
1. REPLACE CDNTAMINATED STONE AS REQUIRED TO PREVENT TRACKING OF SEDIMENT OR MUD ON
13. WATTLES SHALL REMAIN IN PLACE UNTIL THE UPSTREAM DISTURBED AREA IS STABILIZED AND IS ACCEPTED BY THE CITY.

PUBLIC EETS.
2. CLEAN STREETS DAILY WITH BROOM AND SHOVEL. THE USE OF WATER IS PROHIBITED.
3. ALL VEHICLES MUST USE CONSTRUCTION EXIT.

WASHOUT NQTFS STAPLES
1. NO WASHING OUT OF CONCRETE TRUCKS OR WASHING OF SWEEPINGS FROM EXPOSED
AGGREGATE CONCRETE INTO STORM DRAINS, OPEN DITCHES, STREETS, OR STREAMS IS ALLOWED.

WOVEN GEOTEXTILE FABRIC

2. EXCESS CONCRETE IS NOT ALLOWED TO BE DUMPED ON—SITE, EXCEPT IN DESIGNATED BACKFILL &
TEMPORARY CONCRETE WASHOUT PIT AREAS. COMPACT
3. ON—SITE TEMPORARY CONCRETE WASHOUT AREAS WILL BE LOCATED AT LEAST 50 FEET FROM STAPLES
STORM DRA}NS OPEN DITCHES, OR WATER BODIES AS DETERMINED IN THE FIEL APRON—]
4. 'Y CONCRETE WASHOUT FACILITIES WILL BE CONSTRUCTED AND MNNTAINED IN \ e
SUFFIDIENT QUANTITY AND SIZE TO CONTAIN ALL LIQUID AND CONCRETE WASTE GENERATED BY
WASHOUT OPERATIONS. B CONC. CURB
5. WASHOUT FACILITIES WILL BE CLEANED OUT OR REPLACED ONCE THE WASHOUT IS 75% FULL. R R.O.W.
6. PLAST\C UNING MATERIAL WILL BE M!NIMUM DF 10 MIL POLYETHYLENE SHEETING AND WILL BE e
IOLES, TEARS, OR OTHER DEFEI
* WHEN WASHOUT FACILITES ARE NO LONGER REQIJIRED FOR WORK, THE HARDENED CONCRETE
WILL BE REMOVED AND DISPOSED OF OFFSITE. MATERIALS USED TO CONSTRUCT TEMPORARY T (TYP)
CONCRETE WASHOUT FACILITIES WILL BE REMOVED FROM THE SITE AND DISPOSED OF. o
S r 1 \ N
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BEE m \ DIKE SECTION
U ad SANDBAG
- .
g = o] 0 INSTALLATION NOTES.
= /G 1.. SILT DIKES SHALL BE INSTALLED PER MANUFACTURERS SPECIFICATIONS.
2. STAPLES SHALL BE No. 11 WIRE, 6" TO 8" IN LENGTH.
0 MIL- 3. RUNNING LENGTHS OF S{LT DIKES SHOULD BE OVERLAPPED TO ENSURE NO LEAKAGE AT THE ABUTMENTS.
PLASTIC LINER 4, INSPECT SILT DIKES EVEI AFTER ANY SIGNIFICANT STORM EVENT AND MAKE
PLAN STRAW BALES REPAIRS DR REMOVE SEDlMENT ACCUMULATED BEHlND SILT DIKES AS NECESSARY.
—_— 5. SEDIMENT ACCUMULATED BEHIND SILT DIKES SHALL BE REMOVED WHEN THE SEDIMENT HAS ACCUMULATED TO ONE HALF
OTHER MATERIAL THE DIAMETER OF THE WATILE.
MIL MAY BE USED 6. SILT DIKES SHALL REMAIN IN PLACE UNTIL THE UPSTREAM DISTURBED AREA IS STABILIZED AND IS ACCEPTED BY THE CITY.
PLASTIC LINER A ERROUES BY
BINDING WIRE ciTY SILT DIKE
” STRAW BALESNX ¥
)| ATV WATERIAE 1Y SILT FENCE NOTES:.
(QPTIONAL) 1. POSTS WHICH SUPPORT THE SILT FENCE SHALL BE INSTALLED ON A SLIGHT ANGLE TOWARD THE ANTICIPATED RUNOFF
SOURCE. POST MUST BE EMBEDDED A MINIMUM OF ONI
2. THE TOE OF THE SILT FENCE SHALL BE TRENCHED IN WITH A SPADE OR MECHANICAL TRENCHER, SO THAT THE DOWNSLOPE
FACE OF THE TRENCH IS FLAT AND PERPENDICULAR TO THE LINE OF FLOW. HERE FENCE CANNOT BE TRENCHED IN (e.g.
PAVEMENT), WEIGHT FABRIC FLAP WITH ROCK ON UPHILL SIDE TO PREVENT FLOW FROM SEEPING UNDER FENCE.
SECTION 3. THE TRENCH MUST BE A MINIMUM DF & INCHES DEEP_AND 6 INCHES WIDE TO ALLOW FOR THE SILT FENCE FABRIC TO BE
LAID IN THE GROUND AND BACKFILLED WITH COMPACTED MATERIAL.
SANDBAG WOOD SANDBAG 4. SILT FENCE SHOULD BE SECURELY FASTENED TO EACH SUPPORT POST OR TO WOVEN WIRE, WHICH IN TURN IS ATTACHED
METAL STAKES TO THE FENCE POST. THERE SHALL BE A 3 FOOT OVERLAP. SECURELY FASTENED WHERE ENDS OF FABRIC MEET.
5. REPAIR OR REPLACEMENT SHALL BE MADE PROMPTLY AS NEEDED.
6. SILT FENCE SHALL BE REMOVED WHEN THE SITE IS CDMPLETELV STAEH_lZED SO AS NOT TO BLOCK OR IMPEDE STORM
FLOW OR DRAINAGE.
w 7. ACCUMULATED SILT SHALL BE REMOVED WHEN IT REACHES A DEPTH OF HALF THE HEIGHT OF THE FENCE. THE SILT SHALL
NTS. BE DISPOSED OF AT AN APPROVED SITE AND IN SUCH A MANNER AS TO NOT CONTRIBUTE TO ADDITIONAL SILTATION.
PONDING AREA FOR
aACK OF SpEwaLc SEOMENT SEPARATION ST AR
PLACE ROCK (TYPE 4) IN

ACCORDANCE WITH

BARRIER BAGS
SPECIFICATIONS

SUCH THAT NO

BACK OF CURB
GAPS ARE
EVIDENT
POST (EMBEDDED
2'—0" MIN.)
SPILLWAY
NOTES:

1. BAGS OF WOVEN GEOTEXTILE FABRIC, FILLED WITH GRAVEL MUST BE LAYERED

SUCH THAT NO GAPS ARE EVIDENT. 6”
BURIED gnp

2. LEAVE ONE SANDBAG GAP IN THE TOP ROW ON THE SIDE AWAY FROM FLOW,
TO PROVIDE A SPILLWAY; OR IN THE CENTER IF PONDING IS NEEDED ON BOTH L OF FABRIC
SIDES. L Y

3. INSPECT BARRIERS AND REMOVE SEDIMENT AFTER EACH STORM EVENT, gAC;f;

SEDIMENT AND GRAVEL MUST BE REMOVED FROM THE TRAVELED WAY WATEDIA e P
IMMEDIATELY M il x6" TRENCH
NTS.

CURB INLET PROTECTION SETUP
NTS.
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